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technical_data

ELECTRICAL DATA
Nominal wattage 9.00 W
Nominal voltage 220...240V
Mains frequency 50...60 Hz
Power factor A >0.5

Protection class

Operating mode

Mains voltage

PHOTOMETRICAL DATA
Luminous flux 800 Im
Total luminous flux of contained light sources 1000 Im
Luminous efficacy 89 Im/W
Color temperature 3000 K
Light color (designation) Warm White
Color rendering index Ra >80
Standard deviation of color matching < 6sdcm

DIMENSIONS & WEIGHT
Length 105.00 mm
Width 80.00 mm
Height 215.00 mm
Product weight 1100.00 g

215mm

105mm 80mm

ENDURA STYLE CUBE WALL
UPDOWN 9W ST

MATERIALS & COLORS

June 11, 2024, 08:01:29
ENDURA Style Crystal Wall UpDown 9W

© 2024, LEDVANCE GmbH. All rights reserved.
datasheet_page 2 datasheet_of 4



product_datasheet

Product color Steel
Housing color Steel
Body material Steel

Cover material

Polymethylmethacrylate (PMMA)

Mercury content 0.0 mg
APPLICATION & MOUNTING
Ambient temperature range -20...+40 °C

Type of connection

Terminal, 3-Pole (L, N, PE)

Type of protection P44
Dimmable no
Mounting type Surface
Mounting location Wall
Application environment Outdoor

LED module replaceable

Not replaceable

With light source Yes
LIFESPAN

Lifespan L70/B50 at 25 °C 25000 h 1)

Number of switching cycles 12500

1) {jh}: L70/ B50 @ 25 °C (Ta), t[hl: L8O / B10 @ 25 °C (Ta), t[h}: L90/ B10 @ 25 °C (Ta)

CERTIFICATES & STANDARDS

Standards

CE / EAC / UKCA

Luminaire with limited surface temperature, "D sign"

No

download_data

Documents and certificates

document_name

Y . )
PDF User instruction ENDURA STYLE
POF Packaging insert Legal insert
Y ) .
PDF Declarations Of Conformity CE ENDURA STYLE CRYSTAL
PDF Declarations Of Conformity UKCA Fixed LUM
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https://www.ledvance.com/media/resource/original/asset-13059942
https://www.ledvance.com/media/resource/original/asset-13059942
https://www.ledvance.com/media/resource/original/asset-10017540
https://www.ledvance.com/media/resource/original/asset-10017540
https://www.ledvance.com/media/resource/original/asset-13048044
https://www.ledvance.com/media/resource/original/asset-13048044
https://www.ledvance.com/media/resource/original/asset-13146959
https://www.ledvance.com/media/resource/original/asset-13146959
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product_code packaging_unit dimensions weight volume
Foldi

4058075474130 10 ding box 117 mm x 107 mm x 239 mm 1191.00 g 2.99 dm?
Shipping box 3

4058075474147 6 335 mm x 250 mm x 255 mm 7645.00 g 21.36 dm

logistical_data_text
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