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technical_data

ELECTRICAL DATA

Nominal wattage 8.00 W

Nominal voltage 220…240 V

Mains frequency 50…60 Hz

Nominal current 80.000 mA

Max. number of luminaires per miniature circuit breaker C10 -

Power factor λ > 0.5

Protection class II

Operating mode Integrated LED driver

PHOTOMETRICAL DATA

Luminous flux 640 lm

Total luminous flux of contained light sources 890 lm

Luminous efficacy 80 lm/W

Color temperature 3000 K

Light color (designation) Warm White

Color rendering index Ra ≥80

Standard deviation of color matching ≤6 sdcm

Photobiological safety group acc. to EN62778 RG1

Photobiological safety group acc. to EN62471 RG0

Beam angle 110 °

DIMENSIONS & WEIGHT

Length 500.00 mm

Width 49.00 mm

Height 18.00 mm

Product weight 400.00 g

Cable length 1500 mm

18mm
500mm

49mm

LINEAR LED SLIM 50CM
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MATERIALS & COLORS

Product color Gray

Housing color Gray

Body material Aluminum|Polycarbonate (PC)

Cover material Polycarbonate (PC)

Mercury content 0.0 mg

APPLICATION & MOUNTING

Ambient temperature range -20…+40 °C

Temperature range at storage -30…+70 °C

Type of connection Plug type C (EU)

Type of protection IP20

Protection class IK (shock resistance) IK03

Dimmable yes

Type of dimming PIR STEP

Mounting type Surface

Mounting location Cabinet undersides

Application environment Indoor

LED module replaceable Not replaceable

With light source Yes

LIFESPAN

Lifespan L70/B50 at 25 °C 30000 h 1)

Number of switching cycles 100000

1) t[h]: L70 / B50 @ 25 °C (Ta), t[h]: L80 / B10 @ 25 °C (Ta), t[h]: L90 / B10 @ 25 °C (Ta)

SENSOR

Type of sensor Motion

Sensor technology Infrared/Photocell

Detection range of motion sensor 5 cm

CERTIFICATES & STANDARDS

Standards CE / EAC

Luminaire with limited surface temperature, "D sign" No

ADDITIONAL PRODUCT DATA

Number of illuminants empty
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download_data

Documents and certificates document_name

User instruction LINEAR LED SLIM

Declarations Of Conformity CE LINEAR LED SLIM

logistical_data

product_code packaging_unit dimensions weight volume

4058075227637
Folding box
1

41 mm x 71 mm x 629 mm 459.00 g 1.83 dm³

4058075227644
Shipping box
8

645 mm x 303 mm x 98 mm 4715.00 g 19.15 dm³

logistical_data_text

disclaimer_title

disclaimer_text

product_datasheet

Linear LED Slim Sensor 500mm

June 11, 2024, 01:50:28 © 2024, LEDVANCE GmbH. All rights reserved.

datasheet_page 4 datasheet_of 4

https://www.ledvance.com/media/resource/original/asset-5973584
https://www.ledvance.com/media/resource/original/asset-5973584
https://www.ledvance.com/media/resource/original/asset-13048075
https://www.ledvance.com/media/resource/original/asset-13048075

	product_datasheet_title  Linear LED Slim Sensor 500mm
	Linear LED Slim | High voltage undercabinet luminaires with IR sensor
	technical_data
	ELECTRICAL DATA
	PHOTOMETRICAL DATA
	DIMENSIONS & WEIGHT
	MATERIALS & COLORS
	APPLICATION & MOUNTING
	LIFESPAN
	SENSOR
	CERTIFICATES & STANDARDS
	ADDITIONAL PRODUCT DATA

	download_data
	logistical_data
	disclaimer_title



